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Varies

With

Height

(6', 7', 8' only)

Base Material

Uniform Zinc Coating

(Hot Dip)

Zinc Phosphate Coating

Epoxy Primer

INDUSTRIAL FLAT

MOUNT BRACKET

Acrylic Topcoat

Bracket Options

RAKING DIRECTIONAL ARROW

Welded panel can be raked

30" over 8' with arrow pointing down

grade.

MONTAGE II    or Equal RAIL

Specially formed high strength

architectural shape.

TM

PROFUSION   WELDING PROCESS

No exposed welds,

Good Neighbor profile - Same

appearance on both sides

TM

E-COAT  COATING SYSTEM

BX301BX302/303BX304

INDUSTRIAL UNIVERSAL

 BOULEVARD BRACKET

INDUSTRIAL SWIVEL
BRACKET

NOTES:

1.) Post size depends on fence height and wind loads.

2.) Third & Forth rail optional.

3.) Available in Flush Bottom.

13
4" MONTAGE II    or equal Rail

(See Cross- Section Below)

TM

Post size 3"X3"X12GA
(See MONTAGE INDUSTRIAL     Post-Sizing chart)TM

1

1"      14ga Picket

8' O.C. Nom.

Varies

With

Height

2" Nom.

Standard Heights

3', 31
2', 4', 5',

 6', 7', 8'

1"

2

3

2

36"X12" Min.

Footing Depth

TYPICAL33
4"

13
4"

13
4"

MONTAGE II    RAIL
TM

1

Values shown are nominal and not to be used for

installation purposes. See product specification

for installation requirements.


